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Primary Specification

Features of the EPI “E” Series of Surface Mount Power Inductors

•  Low loss material ensures operation in high frequency switching  •
converters, such as Buck, Boost or as output averaging filter inductor

•   Also suitable for use in high quality filter applications   •

•   250 KHz Switching Frequency   •

Surface Mount Power Inductor

Product performance is limited to specific parameters. Data subject to change without prior notice.
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Part
Number

EPI1L2982E
EPI2L4802E
EPI3L5752E
EPI4L7682E
EPI6L1662E
EPI100542E
EPI120492E
EPI150452E
EPI180392E
EPI220362E
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---
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.315
---
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(Inches) (Millimeters)

---
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---
---
---
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Min. Max.

Package E

A

B

E

D

F

C

PCA
EPIXXXXXXE

Note :
1) Core loss at ref. Vt: 37 mW
2) Inductance change at Isat: 30% Max. 

EPI E Series
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Part
Number

EPI680212E
EPI820192E
EPI101172E
EPI121162E
EPI151142E
EPI181132E
EPI221122E
EPI271112E
EPI331102E
EPI390901E
EPI471801E
EPI561701E
EPI681651E
EPI821601E
EPI102551E

Surface Mount Power Inductor
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Features of the EPI “E” Series of Surface Mount Power Inductors

•  Low loss material ensures operation in high frequency switching  •
converters, such as Buck, Boost or as output averaging filter inductor

•   Also suitable for use in high quality filter applications   •

•   250 KHz Switching Frequency   •
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Note :
1) Core loss at ref. Vt: 37 mW
2) Inductance change at Isat: 30% Max. 

EPI E Series


