_ 2 _ d

6 5 4 3
Rev | AWO # Description Date Appr
APPROVED: - RELEASED 11129110
DATE: TITLE:
D
D
A
020 . .008
[0.50] 'l [0.20] «
! A q N
(|| ERAREEESARAARANERRARAR CEARANEACRRARRRCRARTRARRE L 161 [ ﬁ;oﬂ
[4.10] .00 -
! ) ! b
\\h * S
A|'_|x.xx
il é
l Cc
U \ U
C
m |
| p—
.059 .020
«IT.mS [0.50] \V:l\ .012 [o. uou
» .098 l::l:l::::::l]ﬁ:::::::::::: «
[250] |
T T Nmu_g ADAM P/N X.XX
059 I» BB5—SL—XXX—G—2.74—T/R| .108 [2.74]
[1.50] RECOMMENDED PCB LAYOUT BB5—SL—XXX—-G—3.70-T/R| .146 [3.70]
SPECIFICATIONS:
Material:
Insulator: Hi—Temp thermoplastric, rated UL 94V-0 Position: 20 thru 100 PACKAGED ON TAPE & REEL |__
Insulator color: Black m = .mww mw.www x Mno oM mgﬁom&w - ﬁw o7t [180]
. = E 3 - + . R
m_wmmmﬂm. Copper Alloy C = .020 mo.mow_ x Mzm of ow”hom“n - AW + .043 m_._ow
: D = .020 [0.50] x (No. of Contacts/2 — 1) + .110 [2.80
Gold flash Nickel underplate overall
m_Mo:_om_mm over ™ P UNLESS OTHERWISE SPECIFIED bbb\s NlmOI
Ovm—dﬁ:@ <O_ﬁo©m“ 50 VAC max. ALL DIMENSIONS ARE INCHES [MM] )
Current rating: 0.5 Amps max. juzrmmwmomw EXCERT n/wﬁmzmoﬁo 909 Rahway Avenue, Union, NJ 07083
Contact resistance: 40 mohms max. initial X *.0 @x .10 Phone: 908-687-5000 Fax: 908-687-5710 A
Insulation resistance: 100 Mohms min@ 100V DC ORI mmmx Qo —
Dielectric withstanding voltage: 500 VAC for 1 minute —rrons A — 020 _omo_ PITCH BOARD TO BOARD
Temperature Rating:
Operating temperature: —20°C to +105°C mo_l_w DRAWN AY 11/29/10 SOCKET OOZZmO._.Om_ SMT TYPE
Environmental: COMPLIANT CHECKED gL 1i/20/10 | RN REV.
Lead free, RoHS compliant X BB5-SL-XXX-G-X.XX-T/R -
Recommended soldering temp: 260°C for 5 seconds APPROVED Rer . S00070T [scie NS [ sneer 1 oF 1
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