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			AT91RM9200 - The AT91RM9200 features a 200 MIPS ARM920T processor with 16K-byte instruction and 16K-byte data cache memories, 16K bytes of SRAM, 128K bytes of ROM, External Bus Interface featuring SDRAM, Burst Flash and Static Memory Controllers, USB D ARM920T-based microcontroller. 
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	Part No.	AT91RM9200 AT91RM9200-C1-002 AT91RM9200-Q1-002   

	Description	The AT91RM9200 features a 200 MIPS ARM920T processor with 16K-byte instruction and 16K-byte data cache memories, 16K bytes of SRAM, 128K bytes of ROM, External Bus Interface featuring SDRAM, Burst Flash and Static Memory Controllers, USB D 
 ARM920T-based microcontroller.
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			 Related Part Number
	
					PART	Description	Maker
	AT91RM9200DK 	AT91RM9200 Development Kit
	ATMEL[ATMEL Corporation]

	AT91R40008 AT91FR40161 AT91FR40162 AT91FR4042 AT91	The AT91R40807 features 136K bytes of on-chip SRAM, an External Bus Interface, a 3-channel Timer/Counter, 2 USARTs, a Watchdog Timer and advanced power-saving features.
The AT91R40008 features 256K bytes of on-chip SRAM, an External Bus Interface, a 3-channel Timer/Counter, 2 USARTs, a Watchdog Timer and advanced power-saving features.The AT91X408XX Series does not feature Boundary-scan cells on digital p
The AT91M40800 features 8K bytes of on-chip SRAM, an External Bus Interface, a 3-channel Timer/Counter, 2 USARTs, a Watchdog Timer and advanced power-saving features.
The AT91FR4042 features 256K bytes of on-chip SRAM, 512K bytes of Flash, an External Bus Interface, a 3-channel Timer/Counter, 2 USARTs, a Watchdog Timer and advanced power-saving features.The AT91X408XX Series does not feature Boundary-sc
The AT91FR40162 features 256K bytes of on-chip SRAM, 2M bytes of Flash, an External Bus Interface, a 3-channel Timer/Counter, 2 USARTs, a Watchdog Timer and advanced power-saving features.The AT91X408XX Series does not feature Boundary-sca
The AT91FR40161 features 136 K bytes of on-chip SRAM, 2M bytes of Flash, an External Bus Interface, a 3-channel Timer/Counter, 2 USARTs, a Watchdog Timer and advanced power-saving features.The AT91x40 Series does not feature boundary-scan
AT91 ARM Thumb Microcontrollers
	ATMEL Corporation

	440LD33 125LD33 25Y 440LT68 125L 125LD10 125LD15 1	RES 4.7K-OHM 1% 0.063W 200PPM THK-FILM SMD-0402 TR-7-PA2MM 交流线路额定光盘电容
AC Line Rated Disc Capacitors 交流线路等级盘状电容
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:2; Features:Unshielded; Impedance:88ohm; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Number of Pairs:2; Features:Unshielded; Impedance:40ohm; Leaded Process Compatible:Yes RoHS Compliant: Yes
Rotary Switch; No. of Switch Positions:11; Circuitry:SPDT; Contact Current Max:1.5A; Indexing:30 ; Contact Rating:1.5A at 28VDC; Mounting Type:Panel; Number of Positions:11; Switch Features:30 degrees Indexing; Switch Function:SPDT
RES NET BUSSED 56K OHM 8-SIP
	Vishay Intertechnology, Inc.
Vishay Intertechnology,Inc.
VISAY[Vishay Siliconix]

	115-91-306 115-91-308 115-91-310 115-91-314 115-91	3#24 FEP SH FEP RoHS Compliant: Yes 双列直插式插座非常低超低配置/开架式焊尾
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:600V RoHS Compliant: Yes 双列直插式插座非常低超低配置/开架式焊尾
Shielded Multiconductor Cable; Number of Conductors:3; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes 双列直插式插座非常低超低配置/开架式焊尾
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:16; No. Strands x Strand Size:19 x 29; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:30.2pF/ft; Conductor Material:Copper RoHS Compliant: Yes 双列直插式插座非常低超低配置/开架式焊尾
Dual-in-line sockets very low profile / ultra low profile / open frame Solder tail 双列直插式插座非常低超低配置/开架式焊尾
Multiconductor Cable; Number of Conductors:9; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:600V RoHS Compliant: Yes
3 #22 FEP FS SIL RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:12; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:6; Features:Aluminium Foil/Tinned Copper Braid; Impedance:75ohm RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Features:Conducting Nylon; Leaded Process Compatible:Yes; Temperature Max:150 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:20; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:10; Features:Aluminium Foil/Tinned Copper Braid; Impedance:75ohm RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:600V RoHS Compliant: Yes
Shielded Paired Cable; Leaded Process Compatible:Yes RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:20; No. Strands x Strand Size:7 x 28; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:22pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:18; No. Strands x Strand Size:19 x 30; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31pF/ft; Conductor Material:Copper RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:2; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
Shielded Paired Cable; Number of Conductors:25; Conductor Size AWG:24; No. Strands x Strand Size:7 x 32; Jacket Material:Polyvinylchloride (PVC); Number of Pairs:12.5; Features:Aluminium Foil/Tinned Copper Braid; Impedance:75ohm RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:600V RoHS Compliant: Yes
Shielded Multiconductor Cable; Number of Conductors:6; Conductor Size AWG:22; No. Strands x Strand Size:7 x 30; Jacket Material:FEP; Leaded Process Compatible:Yes; Temperature Max:200 C; Voltage Nom.:300V RoHS Compliant: Yes
Multiconductor Cable; Number of Conductors:4; Conductor Size AWG:20; No. Strands x Strand Size:19 x 32; Jacket Material:Teflon; Approval Bodies:UL NEC/CUL,CEC; Capacitance:31.7pF/ft; Conductor Material:Copper RoHS Compliant: Yes
	PRECI-DIP SA
PREDIP[Precid-Dip Durtal SA]

	AT90SC4816RS 	AT90SC4816RS Summary [Updated 06/03. 2 Pages] Summary of the AT90SC4816RS giving the key features. a brief description and a block diagram.
Low-power, high-performance, 8-/16-bit secure microcontroller with 48K Byte ROM and 16K Byte EEPROM. Security Features: MMU, MED, OTP (One Time Programmable) EEPROM area, RNG (random Number Generator), "out of bounds" detectors, side chann
	Atmel

	PFR03S-334-G-1-T15 PFR03S-434-G-1-T15 PFR03S-104-G	RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 330000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 430000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 100000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 110000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 130000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 150000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 160000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 180000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 200000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 220000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 240 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 2400 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 24000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 5 %, 300 ppm, 43 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 300000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 43000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 4700000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 750000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 560000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 360000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 470000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 47000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 120000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 680000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 240000 ohm, SURFACE MOUNT CHIP, ROHS COMPLIANT
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 4300000 ohm, SURFACE MOUNT CHIP
RESISTOR, METAL GLAZE/THICK FILM, 0.05 W, 2 %, 200 ppm, 390000 ohm, SURFACE MOUNT CHIP
	SUSUMU Co., Ltd.

	MURP20040CT MURP20020CT 	(MURP20020CT / MURP20040CT) ULTRAFAST RECTIFIERS 200 AMPERES 200.400 VOLTS
	MOTOROLA INC
Motorola, Inc

	MDS-222 MDS-222PIN 	Surface Mount Double-Balanced Mixer / 200 KHz - 200 MHz
	Tyco

	SPD4948SM SPD4942SM SPD4943SM SPD4944SM SPD4945SM 	1 AMPS 200-1000 VOLTS 150-200 nsec FAST RECOVERY RECTIFIER
	SSDI[Solid States Devices, Inc]

	CMF8.0A CMF9.0A CMF7.0A CMF8.5A CMF6.0A CMF7.5A CM	UNI-DIRECTIONAL SURFACE MOUNT TRANSIENT VOLTAGE SUPPRESSOR 200 WATTS, 5.0 THRU 170 VOLTS 200 W, UNIDIRECTIONAL, SILICON, TVS DIODE
	Central Semiconductor Corp.
Central Semiconductor, Corp.
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