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		  Datasheet File OCR Text:


		  r r o o h h s s     c c o o m m p p l l i i a a n n t t     KC7783R      pir module    low cost version      this is a  low c o st  versi o n  of the  pir module . it is designed for cost sensitive consumer product.  exce pt  the ic packa g e form a t ,  all the m echanical and electri cal spec is sa me as kc7783.    featur es:    ?   ic s o ft  packa g e by  di ce b o ndi ng  t ech ni q u e  ?   sm al l  si ze:  25  x  35m m   ?   b a l l  l e ns i s  i n c l ude d as  st an da rd  co nfi g u r at i o n  ?   3 leads flat ca ble for easy c onnection  ?   4 m ount i n g  h o l e s o n   b o ar d  ?   high  sen s itiv ity  ?   high  imm u n ity  to  rfi  ?   power up   d e lay to  prev en t  fro m  false trig g e ring   ?   out put  hi g h  f o r di rect   co n n ec t   t o   co nt r o l  pan e l     specification    m i n   t y p   m a x   uni t   ope r at i o n v o l t a ge  4. 7  5  12  v  s t an db y c u rr en t ( no  l o ad)     3 0 0      a  out put  pul s e   w i dt h  0. 5      sec  out put   hi g h   v o l t a g e     5     v   det ect i o n   r a n g e     5     m   ope r at i o n t e m p erat ure  -2 0  25  50  o c  hum i di t y  r a nge      95  %  lens dime nsion          (unit  in  mm )         24  24  r12  3. 7  not e :   1.   al l   ot her  feat u r es a n d s p ecification, please  refe r to  kc 77 8b  2. m i ni m u m  out p u t  p u l s e  wi dt h ca n  be c u st om er speci fi ed .    s t a n da rd co nf ig u r a t io n   pir  c ont rol l e r   kc 7 7 8 b  i n   di c e  f o rm   pir   se ns or  r e 20 0b  by  ni c e r a   lens  b a l l  l e ns o f   60 o  d e tectio n angle  connector  3 leads flat ca b l e,  po wer ,  gn d, o/p    mechanical dimension    application no te :  1.   the pir sensor  i s  sensitive to  the tem p erature change and  th eref or e to  prev ent f r o m  operating  th e  m odule in r a pid   environm ental   temperatur e  changes, strong  shock or v i br ation.  don' t expose  to  the dir ect sun lig h t or h eadlights  of automobile. don' t expose  to   direct wind  from heater  or  air  con d itioner .     2.   this module  is d e signed for  indo or use. if  using  in outdoor , make  sure to  apply  su itab le supplemental op tical  f ilter  and drop-p roof,  anti-dew  constru c tion    3.   detection r a nge  might be v a ried in dif f er en t envir onmental temper ature  condition .     v e rtical v i ew  pattern  1 2 3 4 5     (m)  2m  60 o 20 o 30 o 70  35  30  19. 5  25  o/ p  v+  gnd  
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